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Modified Flushing Program 
Water main flushing is limited to dead-end water mains only. 

What time of day is flushing conducted? 
Flushing is conducted Monday through Friday, from 7:30 a.m. to 3:00 p.m., during daylight hours. Daylight improves safety for staff working in the roadway and provides 
better visibility to monitor when discolored water has been flushed and when water is running clear. 
Please note that the schedule is subject to change based on crew progress, weather conditions, or water-related emergencies that take priority. 

How long does it take to flush each street? 
Typically, flushing takes 30 to 60 minutes per street. 

How will you be affected? 
You may experience a temporary drop in water pressure or notice discoloration caused by minerals and sediments being flushed from the system. Crews will be flushing 
water mains through fire hydrants and blow-offs at pipe ends. They will direct water to appropriate areas to avoid erosion or pooling, though you may still see water in the 
roadway. 
In some communities, the fire department may assist with operating hydrants during flushing. 

Is discolored water safe to drink? 
Yes. Mineral sediments are naturally present in drinking water and are considered an aesthetic issue, not a health risk. While discoloration or a metallic taste can make the 
water unpleasant to use, there are no health concerns associated with consuming discolored water. 

What should I do if my water is discolored after flushing? 
Discoloration is common after flushing but usually resolves within a few hours, often overnight. 
If discolored water enters your home, run a cold-water tap for several minutes (up to 15 minutes) until the water runs clear. 
Before using hot water, run the cold tap first to prevent drawing discolored water into the hot water tank. 

What if I notice a chlorine smell? 
A temporary increase in chlorine odor is normal. Higher flow rates during flushing shorten the water’s travel time from the treatment plant, which may make chlorine more 
noticeable. 
If your system does not normally use chlorine, it may be temporarily added for flushing. 
To reduce chlorine taste or odor, fill an open container and refrigerate it—chlorine will naturally dissipate. 

What if discolored water enters the hot water tank? 
If sediment has entered your hot water tank, use the clean-out tap at the bottom of the tank to remove settled material. Follow the manufacturer’s instructions when draining 
the tank, and use caution, as the water may be hot. 

What if I have an on-demand water heater instead of a tank? 
Once the cold water runs clear, your hot water will also run clear. 

What if my water is still dirty after the designated flushing time? 
After flushing hours (7:30 a.m.–3:00 p.m.), run a cold tap closest to your water meter—often in the basement, or a first-floor bathtub or sink—for up to 15 minutes. 
Use a clear or white container to check clarity. 
If the water is still not clear, wait 30 minutes and try again. 

Why does my water look milky after flushing? 
Milky water is usually caused by tiny air bubbles introduced when hydrants and valves are opened and closed. Run a cold tap to release the air. 

Why is my water pressure lower after flushing? 
If pressure or flow seems low, check faucet screens or home filters for trapped particles. 

Why Water Main Flushing Is Important 

• Removes Sediment: Clearing loose sediment improves water taste, odor, and color, especially where iron or manganese occur naturally. 
• Reduces Biofilm: Biofilm is a thin layer of microorganisms that can form inside pipes. Proper scouring velocities help minimize it. 
• Maintains System Reliability: Flushing exercises hydrants and valves, helping identify equipment that may need repair—important during emergencies. 
• Improves Water Age: Flushing removes older, stagnant water from low-use areas and helps ensure proper chlorine residuals. 
• Supports Fire Protection: Flushing allows operators to confirm flow rates available for firefighting. 
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